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EAK
ELASTIK RÄDER
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC WHEELS
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Lagerart
bearing

EAK080 80 38 12 40 150 Kugellager
ball bearing

EAK100 100 40 15 40 180 Kugellager
ball bearing

EAK125 125 40 20 50 220 Kugellager
ball bearing

EAK125/50 125 50 20 50 250 Kugellager
ball bearing

EAK125/50/60/20 125 50 20 60 250 Kugellager
ball bearing

EAK160 160 50 20 60 300 Kugellager
ball bearing

EAK200 200 50 20 60 450 Kugellager
ball bearing

EAK200/25 200 50 25 60 450 Kugellager
ball bearing

EAK250 250 50 20 60 500 Kugellager
ball bearing

EAK250/25 250 50 25 60 500 Kugellager
ball bearing

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Reifen blau-grau
Tyre blue-grey

leitfähig „EL“
conductive „EL“

Lieferbar für
Available for Ø 100 - 250 mm Ø 100 - 250 mm
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L/EAK, B/EAK
ELASTIK ROLLEN
Gehäuse: Stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Solid housing, made of galvanized steel, pressed. Pivot bearing with double
ball ring, screwed axle. With mounting plate.
Wheel: Rim made from Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Richtungsfeststeller 4x90°
Directional lock 4x90°

* Feststeller im Vorlauf
* Stop in forerun

Lieferbar für
Available for Ø 80 - 200 mm Ø 100 - 125 mm Ø 250 mm

Lagerart
bearing

L/EAK080 L/EAK080/F B/EAK080 80 38 105 45 105x80 80x60 9 150 Kugellager
ball bearing

L/EAK100 L/EAK100/F B/EAK100 100 40 125 43 105x80 80x60 9 180 Kugellager
ball bearing

L3/EAK100 L3/EAK100/F B3/EAK100 100 40 128 49 135X105 105x80 11 180 Kugellager
ball bearing

L/EAK125 L/EAK125/F B/EAK125 125 40 155 43 105x80 80x60 9 220 Kugellager
ball bearing

L3/EAK125 L3/EAK125/F B3/EAK125 125 40 155 47 135X110 105x75-80 11 220 Kugellager
ball bearing

L/EAK160-1 L/EAK160-1/F B/EAK160-1 160 50 190 58 135X110 105x80 11 300 Kugellager
ball bearing

L/EAK160 L/EAK160/F B/EAK160 160 50 195 53 135X110 105x75-80 11 300 Kugellager
ball bearing

L/EAK200 L/EAK200/F B/EAK200 200 50 235 53 135X110 105x75-80 11 400 Kugellager
ball bearing

L3/EAK250 L3/EAK250/FV* B/EAK250 250 50 290 66 135X110 105x75-80 11 400 Kugellager
ball bearing

L/EAK250 L/EAK250/FV* -/- 250 50 290 70 175x175 140x140 14 550 Kugellager
ball bearing

-/- -/- B/EAK250 250 50 290 -/- 230x130 190x75 14 550 Kugellager
ball bearing
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LR/EAK
ELASTIK ROLLEN
Gehäuse: Stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Rückenloch.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Solid housing made of galvanized steel, pressed.
Pivot bearing with double ball ring, screwed axle. With bolt hole.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

mm

Lagerart
bearing

LR/EAK080 LR/EAK080/F 80 38 104 34 12 150 Kugellager
ball bearing

LR/EAK100 LR/EAK100/F 100 40 127 34 12 160 Kugellager
ball bearing

LR/EAK125 LR/EAK125/F 125 40 155 34 12 160 Kugellager
ball bearing

LR/EAK160 LR/EAK160/F 160 50 194/191 40/42 12 300 Kugellager
ball bearing

LR/EAK200 LR/ EAK200/F 200 50 228 51/54 12 300 Kugellager
ball bearing

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Expander

Lieferbar für
Available for Ø 80 - 200 mm Ø 80 + 200 mm
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LK/EAK, BK/EAK
ELASTIK ROLLEN
Gehäuse: Besonders stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Especially solid housing made of galvanized steel, pressed.
Pivot bearing with double ball ring, screwed axle. With mounting plate.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

Lagerart
bearing

LK/EAK080 LK/EAK080/F BK/EAK080 80 38 105 40 100x85 80x60 9 150 Kugellager
ball bearing

LK/EAK100 LK/EAK100/F BK/EAK100 100 40 128 40 100x85 80x60 9 180 Kugellager
ball bearing

LK3/EAK100 LK3/EAK100/F BK3/EAK100 100 40 128 40 135x110 105x75-80 9 180 Kugellager
ball bearing

LK/EAK125 LK/EAK125/F BK/EAK125 125 40 155 45 100x85 80x60 9 220 Kugellager
ball bearing

LK3/EAK125 LK3/EAK125/F BK3/EAK125 125 40 163 53 135x110 105x75-80 11 220 Kugellager
ball bearing

LK/EAK160 LK/EAK160/F BK/EAK160 160 50 195 57 135x110 105x75-80 11 300 Kugellager
ball bearing

LK/EAK200 LK/EAK200/F BK/EAK200 200 50 245 55 135x110 105x75-80 11 450 Kugellager
ball bearing

L3/EAK250 L3/EAK250/F B3/EAK250 250 50 290 63 135x110 105x75-80 12 450 Kugellager
ball bearing

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Richtungsfeststeller 1x360°
Directional lock 1x360°

Lieferbar für
Available for Ø 80 - 200 mm Ø 160 - 200 mm
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LKR/EAK
ELASTIK ROLLEN
Gehäuse: Besonders stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Rückenloch.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Extra solid housing made of galvanized steel, pressed.
Pivot bearing with double ball ring, screwed axle. With bolt hole.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

mm

Lagerart
bearing

LKR/EAK080 LKR/EAK080/F 80 38 103 41/45 12 150 Kugellager
ball bearing

LKR/ EAK100 LKR/EAK100/F 100 40 127 39/44 12 180 Kugellager
ball bearing

LKR/EAK125 LKR/EAK125/F 125 40 155 38/43 12 220 Kugellager
ball bearing

LKR/EAK160 LKR/EAK160/F 160 50 187 50/55 12 300 Kugellager
ball bearing

LKR/EAK200 LKR/EAK200/F 200 50 228 53/57 12 450 Kugellager
ball bearing

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Expander

Lieferbar für
Available for Ø 80 - 200 mm Ø 80 + 200 mm
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LM/EAK, BM/EAK
ELASTIK ROLLEN
Gehäuse: Besonders stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem, gehärtetem Kugelkranz, dadurch besonders unempfindlich
gegen Stöße und Schläge, Radachse verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Extra solid housing made of galvanized steel, pressed.
Pivot bearing with double ball ring and hardened bearing shell, therefore especially
resistant to impact and blows, screwed axle. With mounting plate.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

Lagerart
bearing

LM/EAK080 LM/EAK080/F BM/EAK080 80 38 135 39 100x85 80x60 9 150 Kugellager
ball bearing

LM/EAK100 LM/EAK100/F BM/EAK100 100 40 135 39 100x85 80x60 9 180 Kugellager
ball bearing

LM/EAK125 LM/EAK125F BM/EAK125 125 40 166 46 135x110 105x75-80 13 220 Kugellager
ball bearing

LM/EAK160 LM/EAK160/F BM/EAK160 160 50 210 47 135x110 105x75-80 13 300 Kugellager
ball bearing

LM/EAK160/C* LM/EAK160/C/FN* BM/EAK160/C 160 50 202 55 135x110 105x75-80 13 300 Kugellager
ball bearing

LM/EAK200* LM/EAK200/F (+/FN) BM/EAK200 200 50 245 57 135x110 105x75-80 13 450 Kugellager
ball bearing

LM/EAK250 LM/EAK250/F BM/EAK250 250 50 305 75 135x110 105x75-80 13 500 Kugellager
ball bearing

LM/EAK250S LM/EAK250S/F BM/EAK250S 250 50 305 65 200x160 160x120 13 500 Kugellager
ball bearing

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Feststeller im Nachlauf
Locking device in after-run

Richtungsfeststeller 1x360°
Directional lock 1x360°

Lieferbar für
Available for Ø 80 - 200 mm .../FN, Ø 160 + Ø 200 mm *Ø 160 + 200 mm
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LV/EAK, BV/EAK
ELASTIK ROLLEN
Gehäuse: Besonders stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz ohne Mittelbolzen, mit zweifachem gehärtetem, geschlossenem Kugelkranz,
dadurch Staub- und Spritzwasserdicht und besonders unempfindlich gegen Stöße und
Schläge, Radachse verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Extra solid housing made of galvanized steel, pressed.
Screwed turntable without central kingpin, with double tempered, closed ball rim, dust
and splash-proof and particularly resistant to shock and vibration, screwed axle.
With mounting plate.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Feststeller im Vorlauf
Stop in forerun

Lieferbar für
Available for Ø 80 - 250 mm Ø 200 mm

Lagerart
bearing

LV/EAK100 LV/EAK100/F BV/EAK100 100 40 130 42 105x85 80x60 9 180 Kugellager
ball bearing

LV/EAK125 LV/EAK125/F BV/EAK125 125 40 177 48 135x110 105x80 11 220 Kugellager
ball bearing

LV/EAK160 LV/EAK160/F BV/EAK160 160 50 215 53 135x110 105x80 11 300 Kugellager
ball bearing

LV/EAK200 LV/EAK200/F BV/EAK200 200 50 245 54 135x110 105x80 11 450 Kugellager
ball bearing
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LDV/EAK, BDV/EAK
ELASTIK DOPPELROLLEN
Gehäuse: Besonders stabile gepresste Stahlblech-Doppelgehäuse galvanisch verzinkt.
Drehkranz ohne Mittelbolzen, mit zweifachem gehärtetem, geschlossenem Kugelkranz,
dadurch Staub- und Spritzwasserdicht und besonders unempfindlich gegen Stöße und
Schläge, Radachse verschraubt. Mit Anschraubplatte (.../RF = Radfeststeller).
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC DOUBLE-CASTORS
Housing: Extra solid double-housing made of galvanized steel, pressed.
Screwed turntable without central kingpin, with double tempered, closed ball rim, dust
and splash-proof and particularly resistant to shock and vibration, screwed axle.
With mounting plate (.../RF = wheel stop).
Wheel: Rim made from Aluminium, with deep groove ball bearings. 
Tyre made from elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

20°C

Lagerart
bearing

LDV/EAK100 LDV/EAK100//F BDV/EAK100 100 2x40 145 42 135X110 105x75-80 11 360 Kugellager
ball bearing

LDV/EAK125 LDV/EAK125/F BDV/EAK125 125 2x40 177 48 135X110 105x75-80 11 440 Kugellager
ball bearing

LDV/EAK160 LDV/EAK160/F BDV/EAK160 160 2x50 215 53 135X110 105x75-80 11 600 Kugellager
ball bearing

LDV/EAK200 LDV/EAK200/F BDV/EAK200 200 2x50 245 54 135X110 105x75-80 11 900 Kugellager
ball bearing
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LSO/EAK, BSO/EAK
ELASTIK SCHWERLASTROLLEN
Gehäuse: Schwerlast-Gehäuse aus Stahl geschweißt, galvanisch verzinkt.
Schwenklager oben mit Axial-Rillenkugellager DIN 711 und unten mit Kegelrollenlager 
DIN 720, mit Schmiernippel, staub- und spritzwasser-geschützt durch 2 O-Ringe, Radachse 
verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Heavy duty housing made of welded steel, galvanized or painted.
Swivel bearing at top with axial ball bearing DIN 711 and at bottom with tapered roller 
bearing DIN 720, with grease nipple, protected against dust and splash water by 2 O-rings, 
screwed axle. With mounting plate.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Richtungsfeststeller 4x90°
Directional lock 4x90°

Lieferbar für
Available for

auf Anfrage
by request Ø 80-250 mm

Lagerart
bearing

LSO/EAK080L LSO/EAK080/F BSO/EAK080L 80 38 135 45 105x85 80x60 11 150 Kugellager
ball bearing

LSO/EAK100L LSO/EAK100L/F BSO/EAK100L 100 40 145 45 105x85 80x60 11 180 Kugellager
ball bearing

LSO/EAK080 LSO/EAK080/F BSO/EAK080 80 38 135 50 140x110 105x75-80 13 150 Kugellager
ball bearing

LSO/EAK100 LSO/EAK100/F BSO/EAK100 100 40 145 50 140x110 105x75-80 13 180 Kugellager
ball bearing

LSO/EAK125 LSO/EAK125/F BSO/EAK125 125 50 170 50 140x110 105x75-80 13 250 Kugellager
ball bearing

LSO/EAK160 LSO/EAK160/F BSO/EAK160 160 50 215 65 140x110 105x75-80 13 300 Kugellager
ball bearing

LSO/EAK200 LSO/EAK200/F BSO/EAK200 200 50 245 65 140x110 105x75-80 13 450 Kugellager
ball bearing

LSO/EAK250 LSO/EAK250/F BSO/EAK250 250 50 295 75 140x110 105x75-80 13 500 Kugellager
ball bearing
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LDSO/EAK, BDSO/EAK
ELASTIK SCHWERLAST-DOPPELROLLEN
Gehäuse: Schwerlast-Gehäuse aus Stahl geschweißt, galvanisch verzinkt, Serie XS 
zusätzlich gelb passiviert (Chrom VI-frei). Schwenklager oben mit Axial-Rillenkugellager 
DIN 711 und unten mit Kegelrollenlager DIN 720, mit Schmiernippel, staub- und spritzwas-
ser-geschützt durch 2 O-Ringe, Radachse verschraubt. Mit Anschraubplatte. 
Bei den Bockrollen ist immer die lange Plattenseite parallel zur Radachse. 
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus Elastik-Vollgummi, unlöslich mit der Felge verbunden.

ELASTIC CASTORS
Housing: Heavy duty housing made of welded steel, galvanized, XS series 
additionally yellow passivated (chrome VI-free).
Swivel bearing at top with axial ball bearing DIN 711 and at bottom with tapered roller 
bearing DIN 720, with grease nipple, protected against dust and splash water by 2 O-rings, 
screwed axle. With mounting plate.
On fixed castors, the long side of the plate is always parallel to the wheel axle. 
pressed, drilled from Full-Material, with deep groove ball bearings.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tyre made of elastic solid rubber, non removable fixed with rim.

  -20° C  -  +80 °C , Härte / Hardness: 68° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Richtungsfeststeller 4x90°
Directional lock 4x90°

Lieferbar für
Available for

auf Anfrage
by request Ø 100-250 mm

Lagerart
bearing

LDSO/EAK100 LDSO/EAK100/F BDSO/EAK100 100 2x40 155 50 140x110 105x75-80 13 360 Kugellager
ball bearing

LDSO/EAK125 LDSO/EAK125/F BDSO/EAK125 125 2x50 180 50 140x110 105x75-80 13 500 Kugellager
ball bearing

LDSO/EAK160 LDSO/EAK160/F BDSO/EAK160 160 2x50 220 65 140x110 105x75-80 13 600 Kugellager
ball bearing

LDSO/EAK160S LDSO/EAK160S/F BDSO/EAK160S 160 2x50 220 65 175x140 140x105 15 600 Kugellager
ball bearing

LDSO/EAK200 LDSO/EAK200/F BDSO/EAK200 200 2x50 255 65 140x110 105x75-80 13 900 Kugellager
ball bearing

LDSO/EAK200S LDSO/EAK200S/F BDSO/EAK200S 200 2x50 265 70 175x140 140x105 15 900 Kugellager
ball bearing

LDSO/EAK250S LDSO/EAK250S/F BDSO/EAK250S 250 2x50 315 75 175x140 140x105 15 1000 Kugellager
ball bearing
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EAKS
ELASTIK RÄDER
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus sehr weichem Elastik-Vollgummi, blaugrau, mit rundem Reifen, unlöslich mit der 
Felge verbunden.

ELASTIC WHEELS
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tire made of very soft elastic solid rubber, blue-grey, with round tire, non removable fixed 
with rim.

  -30° C  -  +80 °C , Härte / Hardness: 55° +/- 3° Shore A

Lagerart
bearing

EAKS100/40/40/15 100 40 15 40 150 Kugellager
ball bearing

EAKS125/40/40/15 125 40 15 40 200 Kugellager
ball bearing

EAKS150/47/45/20 150 47 20 45 270 Kugellager
ball bearing

EAKS160/50/60/20 160 50 20 60 270 Kugellager
ball bearing

EAKS200/50/60/20 200 50 20 60 360 Kugellager
ball bearing

EAKS250/50/60/20 250 50 20 60 450 Kugellager
ball bearing
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L/EAKS, B/EAKS
ELASTIK ROLLEN
Gehäuse: Stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Anschraubplatte.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus sehr weichem Elastik-Vollgummi, blaugrau, mit rundem Reifen, unlöslich mit der 
Felge verbunden.

ELASTIC CASTORS
Housing: Solid housing, made from galvanized steel, pressed. Pivot bearing with double
ball ring, screwed axle. With mounting plate.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tire made of very soft elastic solid rubber, blue-grey, with round tire, non removable fixed 
with rim.

  -30° C  -  +80 °C , Härte / Hardness: 55° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Richtungsfeststeller 4x90°
Directional lock 4x90°

* Feststeller im Vorlauf
* Stop in forerun

Lieferbar für
Available for Ø 80 - 200 mm Ø 100 - 125 mm Ø 250 mm

Lagerart
bearing

L/EAKS100 L/EAKS100 B/EAKS100 100 40 125 43 105x80 80x60 9 150 Kugellager
ball bearing

L3/EAKS100 L3/EAKS100/F B3/EAKS100 100 40 128 49 135X105 105x80 11 150 Kugellager
ball bearing

L/EAKS125 L/EAKS125/F B/EAKS125 125 40 155 43 105x80 80x60 9 200 Kugellager
ball bearing

L3/EAKS125 L3/EAKS125/F B3/EAKS125 125 40 155 47 135X110 105x75-80 11 200 Kugellager
ball bearing

L/EAKS150-1 L/EAKS150-1/F B/EAKS150-1 150 50 190 58 135X110 105x80 11 270 Kugellager
ball bearing

L/EAKS150 L/EAKS150/F B/EAKS150 150 50 195 53 135X110 105x75-80 11 270 Kugellager
ball bearing

L/EAKS160-1 L/EAKS160-1/F B/EAKS160-1 160 50 190 58 135X110 105x80 11 270 Kugellager
ball bearing

L/EAKS160 L/EAKS160/F B/EAKS160 160 50 195 53 135X110 105x75-80 11 270 Kugellager
ball bearing

L/EAKS200 L/EAKS200/F B/EAKS200 200 50 235 53 135X110 105x75-80 11 360 Kugellager
ball bearing

L3/EAKS250 L3/EAKS250/FV* B/EAKS250 250 50 290 66 135X110 105x75-80 11 450 Kugellager
ball bearing

L/EAKS250 L/EAKS250/FV* -/- 250 50 290 70 175x175 140x140 14 450 Kugellager
ball bearing

-/- -/- B/EAKS250 250 50 290 -/- 230x130 190x75 14 450 Kugellager
ball bearing
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LR/EAKS
ELASTIK ROLLEN
Gehäuse: Stabile gepresste Stahlblechgehäuse galvanisch verzinkt.
Drehkranz mit zweifachem Kugelkranz, Radachse verschraubt. Mit Rückenloch.
Rad: Felge aus Aluminium, mit Rillenkugellagern. 
Reifen aus sehr weichem Elastik-Vollgummi, blaugrau, mit rundem Reifen, unlöslich mit der 
Felge verbunden

ELASTIC CASTORS
Housing: Solid housing made of galvanized steel, pressed.
Pivot bearing with double ball ring, screwed axle. With bolt hole.
Wheel: Rim made of Aluminium, with deep groove ball bearings. 
Tire made of very soft elastic solid rubber, blue-grey, with round tire, non removable fixed 
with rim.

mm

Lagerart
bearing

LR/EAKS100 LR/EAKS100/F 100 40 127 34 12 160 Kugellager
ball bearing

LR/EAKS125 LR/EAKS125/F 125 40 155 34 12 160 Kugellager
ball bearing

LR/EAKS160 LR/EAKS160/F 160 50 194/191 40/42 12 300 Kugellager
ball bearing

LR/EAKS200 LR/ EAKS200/F 200 50 228 51/54 12 300 Kugellager
ball bearing

  -30° C  -  +80 °C , Härte / Hardness: 55° +/- 3° Shore A

Varianten/Zubehör
Option/Accessory

Beschreibung
Description

Fußschutz
Foot protection

Expander

Lieferbar für
Available for Ø 80 - 200 mm Ø 80 + 200 mm


